H.L Series- Electric Chain Hoist

Supply
1 CH010L CHO1ULD
1 |CHO10H|CHO10HD 7.1 |7.1/72. : 6/2. .
(3Phase)
2 |CHO20L| CHO20LD 2.3 12.3/1.1| 2.8 |2.8/1.4| 1.2 [1.2/0.6
2 | 7.1 |220V-460V 77 | 81
2 |CHO20H|CHO20HD 3.5 13.5/1.1| 4.3 |4.3/1.4| 1.8 [1.8/0.6
50HZ 60HZ
3 |CHO30L| CHO30LD 1.5 |1.570.7| 1.8 |1.8/0.9| 1.2 [1.2/0.6 3 as | %o
3 |CHO30H|CHO30HD 2.3 12.3/0.7| 2.8 |2.8/0.9| 1.8 |1.8/0.6
DIMENSIONS(MM)
1 SHUIAALY 630 630 530 570 260 260 270 310 |350(200(123
CHO10H(D)
HO20L(D
2 Sitidlell) 795 795 530 570 260 260 270 310 |350(200|123
CHO20H(D)
CHO30L(D)
3 |CHO30H(D) 925 925 530 570 260 260 270 310 |370]200/145
CHO30H(D)




n I.T.S. Electric Hoists : Easy to take apart, easy to install.
Support Frame ' One-piece design. Constructed with a single FC25 cast iron gearbox
instead of two steel plates, aesthetic and rugged design.
Motor Case : Aluminum alloy motor case is lightweight and provides good heat dissipation.
The integral enclosed structure is recommended for locations such as chemical plants and

electroplate factories.

Motor Brake : Motor winding with class F insulation and thermal protection. The magnetic

brake automatically engages when power supply is interrupted.

Mechanical Brake : Together with
the motor brake, provides a dual
braking system to ensure operating
safety. Brake material is durable and
asbestos free.

B SNCM21 Alloy Steel Gears : Strong
and tough, improves corrosion
resistance and resistance to steel
gear oxidation.

Phase Error Detector : Motor will
not run if power supply is not
properly connected .

E 24V/48V Transformer : Used to
prevent injury in the event of current
leakage from push-button controller.

EJ Limit Switch : Limits vertical travel
to prevent chain jamming or
detachment and to ensure safety.

Magnetic Contactor : We use TECO
brand contactors which feature low
failure rates and can maintain safety
even when in frequent use.

Load Chain : Japanese-made FEC
80 super alloy steel, heat-treated
chains suitable for use in harsh
operating environments.

Hooks : Hot forged for strength and
toughness. Bottom hook swivels
through 360 degrees. Safety catches
on top and bottom hooks.
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e = 6n |Oah| e fige

"d|a|b|p | 91 (kg s/m)
CHO10L(D) | 1 1000 | 1250 | 6100
CHO10H(D)| 1 1000 | 1250 | 6100
CHO20L(D) | 2 2000 | 2500 | 6100

cro2onD)] 2 | 71| 7-2|%3-8]21-0 2000 [2500 [ 6700 '
CHO30L(D) | 3 3000 [3750 | 6100
CHO30H(D)| 3 3000 [3750 | 6100
CH0205(D) | 2 2000 | 2500 [12500
CHO028S5(D) | 2.8 2800 | 3500 [16000
CHO505(0)| 5 5000 6250 [16000

CHO75S5(D) | 7.5 11:2119-7137.5134.0 7500 |9375 [16000 273
CH1005(D) | 10 10000/12500/16000

lTeBl a | b|c|d|e 'g-\

T&B [33.523.5) 31 [22.5] 40 | 28

T&B|47.5] 31 |42 32 | 48 | 36

T&B| 54 | 32 | 47| 30 | 54 | 42

T&B| 70 | 43 |58 43 | 59 | 40

75|T&B| 86|62 |79| 61|77 | 61

10 |[T&B[107| 72 [101] 68 | 98 | 57

T : Top hook B : Bottom hook



